








BEA’s push plate allows
easy installation for both new jobs
and existing applications. Its sleek

design will fit on all single
mounting boxes.

A Plate Revolution, Now!

Universal application for a single gang box
as it is a “light switch” size push plate

Perfect for gang boxes that are too close
to a door frame for a full square push plate

Beveled edges provide a tamper and vandal
proof solution to your push plate needs, allowing
no room to get objects between plate and box

An all-active plate activates with any “push”
location

Stainless steel finish will not deteriorate/rust
where it is touched and is scratch and scuff
resistant

Text and logo are baked onto the surface
for leading durability

Screws come in multiple sizes (#6), which
fit single gang mounting boxes

Weather boot between plate and back plate
for all weather applications

Lifetime warranty allows you to save money
in the long run

PBO24 Series

Stainless Steel
Single Gang Style
Push Plates

PB024 : Perfect fit in a single gang box

www.beasensors.com



CCoommppoonneennttss

Front Plate

Back Plate

Cherry Switch

Weatherboot

PBO24 SeriesTTeecchhnniiccaall SSppeecciiffiiccaattiioonnss// MMoouunnttiinngg HHaarrddwwaarree

a. 16 gauge, 304 2B Stainless Steel Faceplate

b. 1/8” thick, Aluminum Backplate

c. Stainless Steel 6-32 x 1” Allen head mounting screws

d. Cherry Switch: Single-pole, 15A, COM/ NO/ NC contacts

e. 5/64” Allen key removes 6-32 mounting screws

CCuussttoomm SSppeecciiffiiccaattiioonnss

BEA proposes a variety of custom solutions for your push plates:

AAbbrraassiivvee EEttcchhiinngg//EEnnggrraavveedd – This method creates a very accurate and deep

“scratch” in the plate that is then filled with paint to create the custom

logo/text on the surface of the plate.  

PPaadd PPrriinntteedd – Logo/text is actually stamped onto the surface of the steel plate

using a special pad.  The logo is only printed on the surface of the plate.  

EEmmbboossssiinngg – This process requires the use of a special tool designed to punch

the back of the face plate with the custom information. A special coating is

added to create a dramatic 3D embossing for your push plate.
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PPBBOO224411 - Text and Logo PPBBOO2244LL - Logo only

Standard electrical single gang box

Mounting Components

CCoonnttaacctt IInnffoorrmmaattiioonn
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BEA's NEW 433 Mhz Frequency Digital
Radio Control Series operates with a unique

rolling code each time the switch is activated
to provide a secure door opening signal.
This is the most reliable activation EVER!

Optimized Performance, Try it Now!

The hand-held or push plate ready transmitter
options offer activation on all automatic and
industrial applications

The compact receiver can fit in all door
headers and industrial door control boxes
and the transmitter comes in a 12V or 9V
battery option

The transmitter’s red Indicator LED confirms
activation and reduces installation and service
time

The new digital frequency of operation
guarantees reliable and constant functioning
of the unit

Rolling code for security

Multi-channel available

FCC and CE approved

433 Series

433 Mhz Digital
Transmitters and
Receivers

www.beasensors.com



TTeecchhnniiccaall SSppeecciiffiiccaattiioonnss

FFrreeqquueennccyy 433 MHz

EEmmiitttteedd RRaaddiioo PPoowweerr ((ttrraannssmmiitttteerr)) -5 dBm

PPoowweerr CCoonnssuummppttiioonn ((ttrraannssmmiitttteerr)) 10mA

IInnppuutt VVoollttaaggee ((rreecceeiivveerr)) 12 to 24 VAC/DC

OOppeerraattiinngg TTeemmppeerraattuurree 14ºF to 131ºF

MMaaxx.. NNuummbbeerr ooff TTrraannssmmiitttteerrss 10 Transmitters

ttoo bbee pprrooggrraammmmeedd ttoo oonnee rreecceeiivveerr

LLEEDDss Yellow LED = Receiver Learn

Red LED = Output Activation

DDiimmeennssiioonnss ((LL xx WW xx HH))

10RD433 3“X 2“X 1”

10TD433KEYCHAIN 2“X 1 3/8“X 1/2”

10TD433PB9V 2“X 1 3/8“X 1/2”

10TD433PB12V 2“X 1 3/8“X 1/2”

CCeerrttiiffiiccaattiioonnss EC, FCC, IC
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433 Series

1100RRDD443333-- RReecceeiivveerr 1100TTDD443333KKEEYYCCHHAAIINN-- 1122 VVoolltt
HHaanndd--HHeelldd TTrraannssmmiitttteerr

1100TTDD443333PPBB99VV-- 99 VVoolltt PPrreewwiirreedd
TTrraannssmmiitttteerr

1100TTDD443333PPBB1122VV-- 1122 VVoolltt
PPrreewwiirreedd TTrraannssmmiitttteerr

1 2 3

CCoommppaattiibbiilliittyy 

10TD433PB9V with 6” and 4 1/2” round plate

10TD433PB9V with 4 3/4”and 4 1/2” square plate

10TD433PB12V with all of the BEA Plates and Boxes
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BEA's 390 Mhz Frequency
Radio Control Series

offers a sharp digital signal
that is universally compatible

with all automatic door
“remote” applications.

Optimized Performance, Try it Now!

Push plate ready style with hand held versions or
prewired flag connectors that plug directly to the
BEA plate switch

The digital transmitter and receiver is set up with
out the use of dip switches, thus reducing the
installation time

The red indicator light allows technicians to
monitor when the transmitter is activated to
determine range and battery life

390Series

390 Mhz Digital
Transmitters and
Receivers

www.beasensors.com



390 SeriesTechnical Specifications

Frequency 390 MHz digital

Emitted Radio Power (transmitter) NA

Power Consumption (transmitter) NA

Input Voltage (receiver)›24 VAC/DC

Operating Temperature14”F to 131”F

Max. Number of Transmitters to be 7 Transmitters

programmed to one receiver

LEDs Red LED = Receiver Learn and 

Output Activation

Certifications EC, FCC, IC

10RD390- Receiver 10TD390KEYCHAIN-12 Volt

Hand-Held Transmitter

10TD390HH- 12 Volt 

Hand-Held Transmitter
10TD390WC- 12 Volt Prewired

Transmitter

10TD390PB- 12 Volt Prewired

Transmitter

1 2 3

Compatibility

10TD390MINIPB with 6  round plate

10TD390MINIPB with 4 3/4 square plate

10TD390MINIPB with Jamb Plate
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