NOTES:
1) PMD FUNCTION F20 = b, F19=b,
2) IF USING SAFETY BEAMS, PMD FUNCTION F20 = A
3) PMD F12 SHOULD BE 3 DEGREES LESS THAN PMD F10
4) LO21B DIPSWITCH SETTINGS #1-5 LOCKOUT TIMING, #6 UP/OFF, #7 UP/OFF, #8 DOWN/ON.
5) USE MICROCELL 1 SAFETY BEAMS, CANNOT USE SBK-111.

IF AFTER TROUBLESHOOTING A PROBLEM, A SATISFACTORY SOLUTION CANNOT BE ACHIEVED, PLEASE CALL B.E.A., INC.
FOR FURTHER ASSISTANCE DURING EASTERN STANDARD TIME AT 1-800-523-2462 FROM 8AM - 5PM. FOR AFTER-HOURS,
LEAVE ANY PROBLEM UNRESOLVED. IF YOU MUST WAIT FOR THE FOLLOWING WORKDAY TO CALL B.E.A., LEAVE THE
DOOR INOPERABLE UNTIL SATISFACTORY REPAIRS CAN BE MADE. NEVER SACRIFICE THE SAFE OPERATION OF THE
AUTOMATIC DOOR OR GATE FOR AN INCOMPLETE SOLUTION. WEB: WWW.BEASENSORS.COM