IF AFTER TROUBLESHOOTING A PROBLEM, A SATISFACTORY SOLUTION CANNOT BE ACHIEVED, PLEASE CALL B.E.A., INC.
FOR FURTHER ASSISTANCE DURING EASTERN STANDARD TIME AT 1-800-523-2462 FROM 8AM - 5PM. FOR AFTER-HOURS,
LEAVE ANY PROBLEM UNRESOLVED. IF YOU MUST WAIT FOR THE FOLLOWING WORKDAY TO CALL B.E.A., LEAVE THE
DOOR INOPERABLE UNTIL SATISFACTORY REPAIRS CAN BE MADE. NEVER SACRIFICE THE SAFE OPERATION OF THE
AUTOMATIC DOOR OR GATE FOR AN INCOMPLETE SOLUTION.WEB: WWW.BEASENSORS.COM
NOTES: 1.) SET OUTPUT CONFIGURATION ON BOTH WIZARDS TO "1"
2.) IF NO SAFETY BEAMS INSERT JUMPER INTO 26 & 28.

IF AFTER TROUBLESHOOTING A PROBLEM, A SATISFACTORY SOLUTION CANNOT BE ACHieved, PLEASE CALL B.E.A., INC.
FOR FURTHER ASSISTANCE DURING EASTERN STANDARD TIME AT 1-800-523-2452 FROM 8AM - 5PM. FOR AFTER-HOURS,
LEAVE ANY PROBLEM UNRESOLVED. IF YOU MUST WAIT FOR THE FOLLOWING WORKDAY TO CALL B.E.A., LEAVE THE
DOOR INOPERABLE UNTIL SATISFACTORY REPAIRS CAN BE MADE. NEVER SACRIFICE THE SAFE OPERATION OF THE
AUTOMATIC DOOR OR GATE FOR AN INCOMPLETE SOLUTION.WEB: WWW.BEASENSORS.COM
WIZARD II EXTERIOR

WIZARD II INTERIOR

NOTES: 1.) SET OUTPUT CONFIGURATION ON BOTH WIZARDS TO "1".

NOTES: WHEN COMPLETE ENSURE COMPLIANCE TO ALL APPLICABLE SAFETY/ANSI STANDARDS FOR PERFORMANCE.

Wizard II Default Settings

Rain Mode | Relay Hold Time | IR Curtain | Auto Learn | Setup
---|---|---|---|---
2 | 0 | 3 | 1 | 0

Safety Output | Radar Detection Mode | Immunity | Door Control Function
---|---|---|---
7 | 0 | 3 | 3

* RECEIVER (A), EMITTER (A)
RECEIVER (B), EMITTER (B)
WH = WHITE, BL = BLACK

MICROCELL 3D DIP SWITCH SETTINGS

<table>
<thead>
<tr>
<th>Setting</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>PNP OUTPUTS</td>
<td>ON</td>
</tr>
<tr>
<td>INVERTED OUTPUTS</td>
<td>OFF</td>
</tr>
<tr>
<td>STD RANGE (B)</td>
<td>OFF</td>
</tr>
<tr>
<td>STD RANGE (A)</td>
<td>REDUCED RANGE (A)</td>
</tr>
</tbody>
</table>

PRELIMINARY