Br3
Programmable 3 Relay Logic Module

NOTES:

NOTE 1) WHEN PROGRAMMING THE KEYPAD YOU WILL DESIGNATE WHICH OUTPUT WILL BE USED BY EACH CODE.
CODE #1 - OUTPUT 1 MAIN RELAY, WILL RELEASE LOCK AND ACTIVATE DOOR.
CODE #2 - OUTPUT 2, WET OUTPUT, WILL ONLY RELEASE LOCK. OUTPUT VOLTAGE WILL BE THE SAME AS SUPPLY VOLTAGE. IF SUPPLY VOLTAGE IS VAC, THE KEYPAD WILL RECTIFIED IT TO VDC.

NOTE 2) SEE BR3 USERS GUIDE FOR PROGRAMMING TO FUNCTION "65", SETTING HOLD TIMES AND DELAYS AND SETTING JUMPERS SO RELAY ONE IS A WET DC OUTPUT FROM BR3.

If after troubleshooting a problem, a satisfactory solution cannot be achieved, please call BEA Technical Service at 800-523-2462. Do not leave any problem unresolved. If you must wait for the following workday to call BEA, leave the door inoperable until satisfactory repairs can be made. Never sacrifice the safe operation of the automatic door or gate for an incomplete solution.

WEB: WWW.BEASENSORS.COM