DOOR CONTROL "1"
STALL COM
COM
STALL
SAFETY
ACTIVATION

WHITE/RED
WHITE
WHITE/BLACK
GREEN/RED
GREEN/BLACK
GREEN

DOOR CONTROL "A"

WHITE
WHITE
GREEN
GREEN

DOOR CONTROL "B"

WHITE/RED
WHITE
WHITE/BLACK
GREEN/RED
GREEN/BLACK
GREEN

PUSH TO OPEN

1ST 2 3 4 5
RELAY 1
POWER
12-24 V AC/DC

BR3 SETTINGS
FUNCTION "25"
H1=01
H2=01
D1=00

NOTES:
1) SET EACH HUB FOR A SINGLE DOOR.

2) DOOR CONTROL "A" HARNESS FROM EACH HUB WILL GO TO ITS RESPECTIVE CONTROL. DOOR CONTROL "B" HARNESS FROM EACH HUB WILL GO TO THE OPPOSITE CONTROL. IN THIS CONFIGURATION DOORS WILL STALL INDEPENDENTLY.

3) SEE LZR MICROSCAN USERS GUIDE FOR COMPLETE INSTALLATION INSTRUCTIONS.

100 ENTERPRISE DRIVE
PITTSBURGH, PA 15275
PHONE: (412) 249-4100
FAX: (412) 249-4101
EMAIL: www.beasensors.com

TITLE:
LZR MICROSCANS ON DUAL EGRESS REVERSE APPLICATIONS

SIZE: A
DRAWN BY: WJR
REV: WJR
PART NO: 80.0359.02

SCALE: NONE
DATE: 04232019
SHEET 1 OF 1